
81 

Office of Assistant Secretary for Housing, HUD § 200.948 

not relieve the builder, in any way, of 
responsibility under the terms of the 
Builder’s Warranty required by the Na-
tional Housing Act, or under any other 
housing program. 

[60 FR 47841, Sept. 14, 1995] 

§ 200.947 Building product standards 
and certification program for poly-
styrene foam insulation board. 

(a) Applicable standards. (1) All poly-
styrene foam insulation board shall be 
designed, manufactured, and tested in 
compliance with the American Society 
for Testing and Materials (ASTM) 
standard C–578–92, Standard Specifica-
tion for Rigid, Cellular Polystyrene 
Thermal Insulation. 

(2) This standard has been approved 
by the Director of the Federal Register 
for incorporation by reference. The 
standard is available from the Amer-
ican Society for Testing and Materials, 
1916 Race Street, Philadelphia, PA 
19103. This standard is also available 
for inspection at the National Archives 
and Records Administration (NARA). 
For information on the availability of 
this material at NARA, call 202–741– 
6030, or go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(b) Labeling. Under the procedures set 
forth in § 200.935(d)(6) concerning label-
ing of a product, the administrator’s 
certification of compliance with the 
applicable standards and the type of 
board are required to be on the certifi-
cation label issued by the adminis-
trator to the manufacturer. 

(c) Periodic tests and quality assurance 
inspection. Under the procedure set 
forth in § 200.935(d)(8), testing and in-
spection shall be conducted as follows: 

(1) At least every six months, the ad-
ministrator shall visit the manufactur-
er’s facility to select a sample of each 
certified polystyrene foam insulation 
board for testing by a laboratory ap-
proved by the administrator. 

(2) The administrator also shall re-
view the quality assurance procedures 
every six months to assure that they 
are being followed by the manufac-
turer. 

[58 FR 67675, Dec. 22, 1993] 

§ 200.948 Building product standards 
and certification program for car-
pet cushion. 

(a) Applicable standards. (1) All carpet 
cushion shall be designed, manufac-
tured, and tested in compliance with 
the following standards from the Amer-
ican Society for Testing and Materials: 

(i) ASTM D 1667–76—(Reapproved 
1990) Standard Specification for Flexi-
ble Cellular Materials—Vinyl Chloride 
Polymers and Copolymers (Closed-Cell 
Foam); 

(ii) ASTM D2646–87—Standard Test 
Methods for Backing Fabrics; 

(iii) ASTM D629–88—Standard Test 
Methods for Quantitative Analysis of 
Textiles; 

(iv) ASTM D3574–91—Standard Test 
Methods for Flexible Cellular Mate-
rials—Slab, Bonded, and Molded Ure-
thane Foams; 

(v) ASTM D3676–78—Standard Speci-
fication for Rubber Cellular Cushion 
Used for Carpet or Rug Underlay. 

(2) These standards have been ap-
proved by the Director of the Federal 
Register for incorporation by ref-
erence. The standards are available 
from the American Society for Testing 
Materials, 1916 Race Street, Philadel-
phia, PA 19103. These standards are 
also available for inspection at the Na-
tional Archives and Records Adminis-
tration (NARA). For information on 
the availability of this material at 
NARA, call 202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(b) Labeling. Under the procedures set 
forth in § 200.935(d)(6) concerning label-
ing of a product, the administrator’s 
validation mark, the manufacturer’s 
certification of compliance with the 
applicable standards, and the type and 
class all are required to be on the cer-
tification label issued by the adminis-
trator to the manufacturer. 

(c) Periodic tests and quality assurance 
inspection. Under the procedure set 
forth in § 200.935(d)(8), testing and in-
spection shall be conducted as follows: 

(1) At least every six months, the ad-
ministrator shall visit the manufactur-
er’s facility to select a sample of each 
certified carpet cushion for testing by 
a laboratory approved by the adminis-
trator. 
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(2) The administrator also shall re-
view the quality assurance procedures 
every six months to assure that they 
are being followed by the manufac-
turer. 

[58 FR 67675, Dec. 22, 1993] 

§ 200.949 Building product standards 
and certification program for exte-
rior insulated steel door systems. 

(a) Applicable standards. (1) All Exte-
rior Insulated Steel Door Systems shall 
be designed, manufactured, and tested 
in compliance with the following 
standards from the American Society 
for Testing and Materials and Insu-
lated Steel Door Systems Institute: 

(i) ASTM A591/A591M–89—Standard 
Specification for Steel Sheet, Electro-
lytic-Zinc Coated, for Light Coating 
Mass Applications; 

(ii) ISDSI–100–90—Door Size Dimen-
sional Standard and Assembly Toler-
ances for Insulated Steel Door Sys-
tems; 

(iii) ISDSI–101–83—(Reapproved 1989) 
Air Infiltration Performance Standard 
for Insulated Steel Door Systems; 

(iv) ISDSI–102–84—Installation Stand-
ard for Insulated Steel Door Systems; 

(v) ISDSI–104–86—Water Penetration 
Performance Standard for Insulated 
Steel Door Systems; 

(vi) ISDSI–105–80—Test Procedure 
and Acceptance Criteria for Physical 
Endurance for Steel Doors and Hard-
ware Reinforcings; 

(vii) ISDSI–106–80—Test Procedure 
and Acceptance Criteria for Prime 
Painted Steel Surfaces for Steel Doors 
and Frames; 

(viii) ISDSI–107–80—Thermal Per-
formance Standard for Insulated Steel 
Door Systems; 

(ix) ASTM F476–84—(Reapproved 1991) 
Standard Test Methods for Security of 
Swinging Door Assemblies. 

(2) These standards have been ap-
proved by the Director of the Federal 
Register for incorporation by ref-
erence. These standards are available 
from the American Society for Testing 
and Materials, 1916 Race Street, Phila-
delphia, PA 19103 or the Insulated Steel 
Door Institute, 712 Lakewood Center 
North, 14600 Detroit Avenue, Cleveland, 
OH 44107. These standards are also 
available for inspection at the National 
Archives and Records Administration 

(NARA). For information on the avail-
ability of this material at NARA, call 
202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(b) Labeling. Under the procedures set 
forth in § 200.935(d)(6) concerning label-
ing of a product, the administrator’s 
certification of compliance with the 
applicable standards is required to be 
on the certification label issued by the 
administrator to the manufacturer. 

(c) Periodic tests and quality assurance 
inspection. Under the procedure set 
forth in § 200.935(d)(8), testing and in-
spection shall be conducted as follows: 

(1) At least every four years, the ad-
ministrator shall visit the manufactur-
er’s facility to select a sample of each 
certified exterior insulated steel door 
system for testing by an approved lab-
oratory in accordance with the applica-
ble standard. 

(2) The administrator also shall re-
view the quality assurance procedures 
every year to assure that they are 
being followed by the manufacturer. 

[58 FR 67675, Dec. 22, 1993] 

§ 200.950 Building product standards 
and certification program for solar 
water heating system. 

(a) Applicable standards. (1) All solar 
water heating systems shall be de-
signed, manufactured, and tested in 
compliance with Solar Rating and Cer-
tification Corporation (SRCC) Docu-
ment OG–300–93, Operating Guidelines 
and Minimum Standards for Certifying 
Solar Water Heating Systems: An Op-
tional SWH System Certification and 
Rating Program. Section 10 of the 
SRCC standard has been omitted be-
cause it was considered proprietary, 
since it describes an administrative 
program specifically carried out by 
SRCC. 

(2) This standard has been approved 
by the Director of the Federal Register 
for incorporation by reference. The 
standard is available from the Solar 
Rating and Certification Corporation, 
777 North Capitol Street, NE., suite 805, 
Washington, DC 20002. This standard is 
also available for inspection at the Na-
tional Archives and Records Adminis-
tration (NARA). For information on 
the availability of this material at 
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